
 

  Reminder!!! Do you know someone who should be our next Safety Hero? 

Send me an email at paul.molnar@bennettig.com to nominate someone. 

In Support of Our Unsafe Driving Initiative and Safety Is 
Priority One Commitment 
 

Thank you to Jim Collins, President of ACE Doran for sharing this article in an 
effort to bring light to what can cause a CMV to be pulled over. 
 

1. Following too close 
When considering the perception and reaction time of 1.5 seconds, less than 
2 seconds exists for the driver to see, acknowledge, and act by steering or 

braking to avoid a crash. 
2. Speeding 

Most commercial motor vehicle officers would prefer to have a reason for a 
CMV stop rather than random inspections. Speed is rather easy to find and 
typically coupled with the above following too close. 

3. Lane deviations 
Not all lane deviations are unsafe or prohibited by state traffic laws, but for 
those that are, it’s an easy stop. For the others, significant deviations raise 
reasonable concerns relating to the driver’s possible illness, fatigue, or 
impairment. 

4. Inattentiveness 

Most officers have observed a truck that was approaching a lane closure or 
traffic stop at a high speed. At the last moment the driver finally takes the 
aggressive crash avoidance actions. 

5. Improper load securement 
When equipment is loaded on a flatbed, it’s clearly in plain view, and 
securement methods, number of devices, and general condition can be 
readily observed. Any observed deficiency will result in a traffic stop. 

6. Use of handheld phone 
If the mirrors are properly adjusted, this is just too easy to observe, 
particularly in an unmarked cruiser or a patrol vehicle. Of course the concern 
relates back to attentiveness and the driver’s ability to respond quickly if 
crash avoidance is required. 

7. Lighting Violations 
Many of the observed lighting violations could easily be avoided with a proper 
pre-trip and post-trip inspection.  

8. Improper registration or credential display 
Although this is not a safety violation, it is a reason to initiate a traffic stop. A 
CMV officer will at a minimum conduct a Level 3 inspection in this situation. 

9. Overweight 
Proper weight distribution can prove a challenge for novice drivers. With the 
dramatic increase of mainline high-speed virtual weigh-in-motion systems, 
the ease and efficiency of this enforcement strategy has increased carrier 
contacts for violations. 

10. Failure to obey official traffic signs or signals 
Related to overweight violations is overlooking posted signs for weight 
limitations. Forfeitures where weight violations exist can be staggering, 
particularly if special weight postings are disregarded.  
 

 
 

Source: Abrahamson, Mark. “10 Things Drivers Do to Get Pulled Over.” HDT 
Truckinginfo July 2017 

 

Claims Reporting 
Requirements 
 

 
Accidents and/or damages to 

cargo should always be 

reported to the claims 

department. Recently, a new 

toll-free number has been 

made available to ensure 

owner-operators/contractors 

are able to reach a claims 

adjuster during or after 

business hours.  
 

855-330-1558 

 

Please be sure to share this 

number with all owner-

operators/contractors and 

remind them to report all 

accidents and damages.  

 

 

 

 

 

Cargo Securement  
Tip of the Week:  
 

Just sayin…. No one has been 

cited for having too much 

securement. 
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